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Maquinaria y equipos
GPS Waterproof
	ESPECIFICACIONES TÉCNICAS REQUERIDAS
	ESPECIFICACIONES TÉCNICAS OFRECIDAS

	
	POR FAVOR, RELLENE TODOS LOS ESPACIOS DEBAJO PARA DETALLAR EL PRODUCTO OFRECIDO PARA QUE LA OFERTA SEA CONSIDERADA CÓMO VÁLIDA 

	Item
	Descripción y propósito del ítem
	Marca y modelo del ítem
	



	[image: ]
GPS Waterproof
	Se va a utilizar como equipo para georreferenciación                                                                                                                                                                                                                                                                                                                                                                                                                                                                                    durante faenas de pesca
	
	

	Unidad
	Unidades
	
	

	Cantidad requerida
	8
	Nombre y dirección del fabricante del ítem
	

	País
	Colombia
	
	

	Símbolo del proyecto
	UTF/COL/084/COL
	
	

	1.0.
	Especificaciones técnicas:                                                         General
	

	[bookmark: _GoBack]1.1
	GPS
	

	1.2
	Brújula electrónica de 3 ejes y altímetro barométrico
	

	1.3
	Precisión: 1-3 metros
	

	1.4
	Cámara integrada 8MP, autofoco
	

	1.5
	Tipo de pantalla: TFT transreflectiva, tactil (opcional), orientación doble
	

	1.7
	Resolución de pantalla: 240x400 pixeles mínimo
	

	1.8
	Batería NiMH
	

	1.9
	Duración de batería: 16 horas mínimo
	

	1.10
	Resistencia al agua IP:X7
	

	1.11
	Receptor Alta Sensibilidad GPS/GLONASS
	

	1.12
	Memoria interna 4GB mínimo con expansión tarjeta microSD
	

	1.13
	Memoria mínimo 4000 Waypoints y 200 rutas
	

	1.14
	Conexión Bluetooth
	

	1.15
	Tracks 2049 puntos, 10 tracks
	

	1.16
	Cálculo de areas
	

	1.17
	Calendario pesca
	

	1.18
	Información astronómica
	

	1.19
	Accesorios:  
Estuche
Mapa precargado
Paquete de baterias NiMH
Cable USB
Adaptador a corrienteAC
	

	1.20
	Marca sugerida: Garmin GPS76 o similares que cumplan con las especificaciones solicitadas por la FAO.
	

	2.0
	Especificaciones Técnicas:                                                        Etiquetado
	

	2.1 
	El producto debe proporcionar claramente y de manera legible, nombre y marca registrada del fabricante.
	

	2.2
	El producto debe tener manual de uso y mantenimiento (impreso y en formato CD) en idioma Español.
	

	3.0
	Especificaciones técnicas:                                                          Tratamiento preventivo
	

	3.1
	Deben ser embalados de manera que no se maltraten durante el envío.
	.

	4.0
	Certificación:
	

	4.1
	Una copia del certificado más reciente que confirme la calidad de la marca y modelo del producto requerido debe ser adjuntado.
	

	5.0
	Garantía:
	

	5.1
	Una declaración clara y completa del fabricante sobre la transferencia de la garantía con la propiedad de los elementos ofertados (FAO o usuario final), debe ser entregada con su oferta detallando los términos y condiciones ofertados. 
El requisito mínimo de una garantía es de doce meses.
	





	EL NO CUMPLIMIENTO DE LOS REQUISTOS DEL 1 AL 3 DESCRITOS AQUÍ DEBAJO TENDRÁN COMO RESULTADO EL RECHAZO DE SU OFERTA
1. Ha de rellenar todos los espacios vacíos en la presente ficha de especificaciones técnicas para confirmar las especificaciones técnicas, cantidades y precios ofertados. 
2. Su oferta ha de incluir un catálogo del fabricante o un folleto que describa el producto para verificar las especificaciones ofertadas.
3. Todos los catálogos adjuntos deben estar escritos en Español o ser acompañados de una traducción del catálogo al idioma español.
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The GPS 76 is designed to provide precise GPS positioning using correction data obtained from the Wide
Area Augmentation System (WAAS). This unit features a built-in quad helix antenna for superior

reception and can provide position accuracy to less than three meters when receiving WAAS corrections.

A remote GA27C antenna can be used with the GPS 76. b

Alarge display measuring 1.6"W x 2.2"H gives users a clear view of information. A large numbers option
allows for easy viewing at  distance, and the backlit display and keypad simpifies use in low light
situtations. The waterproof GPS 76 will keep working well even if it has been submerged in water and will
actually float if accidentally dropped in the water.

The GPS 76 provides 1 megabyte of internal user memory to be used for storing downloaded points of
interest data. This 1 megabyte of storage area is preloaded from the factory with the Americas Marine
Boint Database and can be used to downloading points of interest detail from GARMIN's MapSource
Points of Interest CD-ROM.

WAAS The GPS 76 can provide position accuracy to less than 3 metres when recei
atied corrections.

ing WAAS

USER NOTES:
« If MapSource data is loaded to the GPS 76, the preloaded database will be erased. To recover this data
the Preloaded Points of Interest Database file can be downloaded from GARMIN's web site.
« MapSource data and the Points of Interest database cannot be loaded at the same time.

MAP FEATURE DISPLAY ON THE GPS 76: Although the GPS 76 does not display maps, user "map
features" can be created on a PC for download to the GPS 76 to enhance the
[suggestions.

Includes:
GPS 76 Receiver, PC Ser
Interface Cable, Wrist Strap,

NAVIGATION FEATURES: Owner's Manual, Quick Start
Waypoints/icons: 500 with name and graphic symbol, 10 nearest (automatic), 10 proximity Guide

Routes: 50 reversible routes with up to 50 points each, plus MOB and TracBacké modes

Tracks: Automatic track log; 10 saved tracks let you retrace your path in both directions Compare GPS:

Trip Computer: Up to © data fields can be displayed at a time (6 are showing in the photo): Elevation,
Accuracy, Bearing, Depth, Course, Distance to Destination, Distance to Next, ETA at Destination, ETA at

Next, Maximum Speed, Moving Average Speed, Moving Trip Timer, Off Course, Pointer, Speed, Time of

Day, Time to Destination, Time to Next, To Course, Track, Trip Odometer, Total Average Speed, Total Trip
Timer, Turn, VMG, Water Speed, Water Temperature

Alarms: Anchor drag, approach and arrival, off-course, proximity waypoint, shallow water and deep
water

Tables: Built-in celestial tables for tides, best times to fish and hunt, sun and moon rise, set and location
Map datums: More than 100 plus user datum

Position format: Lat/Lon, UTM/UPS, Maidenhead, MGRS, Loran TDs and other grids, including user grid.

lick for largar view

AREA CALCULATION! The GPS 76 version 2,02 software update adds a new accessory to calculate the
area enclosed by a saved track. Click here for instru:
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